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PRODUCT INFORMATION SHEET

CARLUBE MOLYBDENUM 2 GREASE

DESCRIPTION
Carlube Molybdenum 2 Grease is a high melting point Lithium based grease which is fortified with Molybdenum
Disulfide for additional anti-wear protection.

ADVANTAGES
• Suitable for applications where there is oscillating or limited movement under high loads
• Wide temperature range
• Resistant to acids

APPLICATION
Constant velocity joints, universal joints, splined shafts, suspension and steering joints, plain bearings and wheel
bearings (where recommended).

PERFORMANCE LEVEL
• Premium quality Lithium Grease containing Molybdenum Disulfide
• NLGI 2

PROPERTIES
Color Blue/Black

Texture Smooth
Worked Penetration 265 – 295

Soap Base Lithium
NLGI 2

Drop Point (°C) 185
Timken OK Load (lbs.) 45
4 Ball Weld Load (kg) 315

@ 40°C 98.5Base Oil Kinematic
Viscosity (mm2/s) @ 100°C 11.6

Molybdenum Disulfide (%) 2.0
Oil Separation (%) 3.0

Service Temperature (°C) -15 – 130

AVAILABILITY
400g – XMM400 (Cartridge) 500g – XMM500 3kg – XMM003 12.5kg – XMM125
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DISCLAIMER
This Product Information Sheet does not constitute to any extent a fitness for purpose warranty or a quality
specification. It is intended to be indicative only of the general characteristics of the product(s) and may not be
relied upon (in whole or in part) in substitution of nor as a supplement to any of the information and/or instructions
and/or warnings set out on the product(s) and/or on any packaging and/or in the relevant Safety Data Sheet (which
is available on request).

Neither of the publisher of this Product Information Sheet or the product(s) manufacturer accepts liability for the
failure of any person to observe and follow the information and/or instructions and/or warnings on the product(s)
and/or on any packaging and/or in the relevant Safety Data Sheet.

Any person selecting and using or causing the product(s) to be used for a specific purpose or any third party
recommending the product(s) for a specific purpose without in either case first making all appropriate inquiries as to
the suitability of the product(s) for the intended purpose does so at his/her/their own risk and no liability is accepted
by the publisher or the product(s) manufacturer for any consequent loss, damage or injury, other than such liability
as may not (by operation of law) be excluded.

This Product Information Sheet does not apply to the use of the product(s) in any combination or with other
products or materials.

Users of a product or products marked “For Professional Use Only are deemed to declare and acknowledge for
themselves professional levels of skill, knowledge, competence and experience in the selection and use of such
product(s).

Product Information Sheets are updated from time to time and inquiries should be made on a regular basis to
ensure that this is the latest version available.

TETROSYL LIMITED
BEVIS GREEN WORKS
WALMERSLEY
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BL9 6RE
0161 764 5981
0161 797 5899
info@tetrosyl.com


